MDT 29

M DT 2 9 —SOFT DOME TWEETER, CLASSIC RANGE

Acuflex Treated Dome Ferrite Magnet

. . .
Specifications __FACEPLATEDMmOTD)
Overall Dimensions 294mm(3 7")x28.6mm(1.11") i i
Nominal Power Handl ng (DN) P 80 W i i FACE PLATE:@-94mm(3.70")
. ] 1
Transient power 10ms 1000 W ! ! . o)
Nominal Impedance z 8 Ohms 5 —
vy E
Sensitivity 1W/1M 89 dB Gold Plated Terminals 3 §
Frequency Response 1800-20000 Hz L] g
Resonant Frequency FS 900 Hz
— — CHASSIS:2-68mm(2.67)
Voice coil T
Voice Coil Diameter DIA | 28mm (1.125")
Voice Coil Height 2.5mm (0 0987)
Voice Coil Former Aluminum
Voice Coil W re Copper e
Number of Layers 2 H
FEATURES: Bl I
-Large diameter voice co | DC Resistance RE gztins
-Replaceable dome/co | assembly Voice Coil Inductance @ 1KHz |  LBM | 0.05 mH
Aluminum face plate Magnei System
-Ferrofluid cooled -
_High power handling Magnet System Type Ferrite
-Sturdy gold-plated nput tags HE - Magnefic Gap He ght HE 2.5mm (0.098")
B Flux Dens ty B 145T
BL Product BXL 33NA cu-l:,s'v?‘:’g;:ml Decay lm‘:::m - W .
Max. Linear Excursion X
Sewsitivity fag - 98 $Phactt (8 ol ioad) (8,18 oct) <
15 ; i L HH =] Operational Parameters
I8 Suspension Compliance [ "
r |in
Mechanical Q Factor aMs ls- é
S H
Electrical Q Factor QES n -1
Total Q Factor a/T
Mechanical Resistance RMS
Moving Mass MMS | 0.5 gm.
Eq. Cas Air Load (liters) VAS
Dome Mater al Acuflex | Hand Treated Fabric
Effective Piston Area SD 6.0 cm? s 2% s
Tise - msec
Net Weight Kg. 0.54 Kg.
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